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N 848{ 1200-8-6-.08 (18) Building Standards N 848

{(18) It shallbe d
submission of pl

utility rooms.

dirty laundry.

director and ack

each nursing home a negative air pressure shall
be maintained in the soiled uility area, toilet
room, janitor * s closet, dishwashing and ather
such soiled spaces, and a positive air pressure
shail be maintained in all clean areas including,
but not limited to, clean linen rooms and clean

This Rule is not met as evidenced by:;
Based on observation and testing, it was
determined the facility failed to maintain the
negative pressure.

The finding included:

Observation and testing of the laundry on 5/30/13
at 9:00 AM, revealed positive air pressure in the

This finding was verified by the maintenance

during the exit conference on 5/30/13.

emonstrated through the
ans and specifications that in

nowledged by the administrator

1)

2)

3)

4)

Correctlve Action:

Facility installed a new fire
rated door between clean
and soiled laundry rooms in
ordar t0  ensure the
negative pressure is
maintained betwsen the
clean laundry room and the
sollad taundry raom.
Installation completed on
4/26M13

Maintenance Director
cleaned exhaust fan
where it was clogged up.
Maintenance Blrector
rediracted air flow to
ensure the negative
pressure is maintained
bhetween the clean
laundry room. 5/31M13
Laundry department staff
was in-serviced by
Administrator 6/14/43
regarding Life Safety Code
K067, kesping the laundry
door closed between the
clean laundry and soiled
laundry room to maintain
negative air flow pressure.
Maintenance Director will
create and maintain a
dally monitor log and
ensure the door between
the soiled laundry room
and tha clean laundry
room maintains a
negative pressure. The
negative pressura log will
be reviewed quarterly
through the quality
assurance  program to
ensure ihe deficient
practice does nol recur.

Completion Date: 6/14/13
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